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Camera

1/2.8” 2MP STARVIS CMOS

0.01Lux@F1.6 (color)
0.001Lux@F1.6(B/W)

0 Lux with IR on

Flash/DDR

S/N Ratio

IR Distance

IR LED No.

1GB/4GB

More than 52dB

30m
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Technical Parameters

Video

Lens

Lens Type

Mount Type Board-in

3.35mm-10.5mm

Aperture

Angle of View

Motorized F1.6

41°~106°

4X

Video Detection

IVA Alarm

IVA
Tripwire/Intrusion/Object Left/Missing/Target Counting
/Sound Detection/Fire Detection/Scene Change/VQD

1920(H)* 1080(V)E�ective Pixels

Focal Length

Image Sensor

Model

Min. Illumination

DL-852Q28B 

P Series | DL-852Q28B 

Optical Zoom

Face Recognition

Face Quality FilteringFace Templates 
Storage Capacity

Face Detection QTY

Detected Face Size

Capture Response

Detect Area

Privacy Mask

Trigger Mode

3,000 images

Detection of 30 face targets at the same time

Face pixel ≥60*60

≤300ms

Supported

Support specied area, default is full screen

4 areas

Video Trigger

Network

Protocols

Onvif

Max. Online Users

TCP/IP, UDP, HTTP, DHCP, RTSP, DDNS, 
NTP, PPPoE, UPnP, SMTP

Onvif Pro�le S

Web Broswers IE/Firefox/Chrome/Safari
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VMS AntarVis 2.0

Mobile App

Platform

AntarView Pro

Mac OS/ Windows/iOS/Android

G.711u

WDR

Day/Night

White Balance

Noise Reduction

120dB

Supported

3D DNR

Compression H.265+/H.265/H.264

Motion Detection, Video Tampering

Resolution

Audio Compression

Supported

Supported

BLC

Defog Supported

Digital Zoom 12x

Flip

Mirror  O� / On, 0°/90°/180°/270°

ROI Support 4 �xed region for main
stream and sub stream separately

Bit Rate

Bit Rate Control CBR/VBR

1792Kbps~8Mbps

Streaming 3 streams

Frame Rate
Main stream：1920*1080(1~20fps)

Anti-�icker

Privacy Mask

Supported

5 Areas

1080P(1920*1080)/1.3MP(1280*960)/720P(1280*720)
Q720P(640*360)/CIF(352*288)

Auto(ICR)/Color/B/W

Sub stream：704*576(1~25/30fps)

Thrid Stream:  1280*720(1-25/30fps)
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